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§73.61

point meter of a station which employs
a directional antenna and does not em-
ploy a remote common point meter,
the operating power shall be deter-
mined by a method described in
§73.51(a)(1) or (d) during the entire time
the station is operated without the an-
tenna current meter or common point
meter. However, if a remote meter is
employed and the antenna current am-
meter or common point meter becomes
defective, the remote meter can be
used to determine operating power
pending the return to service of the
regular meter.

(f) If conditions beyond the control of
the licensee prevent the restoration of
the meter to service within the above
allowed period, information requested
in accordance with §73.3549 may be
filed by letter with the FCC in Wash-
ington, DC, Attention: Audio Services
Division, Mass Media Bureau, to re-
quest additional time as may be re-
quired to complete repairs of the defec-
tive instrument.

[41 FR 36817, Sept. 1, 1976, as amended at 48
FR 38477, Aug. 24, 1983; 49 FR 49850, Dec. 24,
1984; 50 FR 32416, Aug. 12, 1985; 51 FR 2707,
Jan. 21, 1986; 53 FR 2498, Jan. 28, 1988; 63 FR
33876, June 22, 1998]

§73.61 AM directional antenna field
strength measurements.

(a) Each AM station using a direc-
tional antenna must make field
strength measurements at the moni-
toring point locations specified in the
instrument of authorization, as often
as necessary to ensure that the field at
those points does not exceed the values
specified in the station authorization.
Additionally, stations not having an
approved sampling system must make
the measurements once each calendar
quarter at intervals not exceeding 120
days. The provision of this paragraph
supersedes any schedule specified on a
station license issued prior to January
1, 1986. The results of the measure-
ments are to be entered into the sta-
tion log pursuant to the provisions of
§73.1820.

(b) Partial proof of performance
measurements using the procedures de-
scribed in §73.154 must be made when-
ever the licensee has reason to believe
that the radiated field may be exceed-
ing the limits for which the station
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was most recently authorized to oper-
ate.

(c) A station may be directed to
make a partial proof of performance by
the FCC whenever there is an indica-
tion that the antenna is not operating
as authorized.

[50 FR 47054, Nov. 14, 1985]

§73.62 Directional antenna system tol-
erances.

(a) Each AM station operating a di-
rectional antenna must maintain the
indicated relative amplitudes of the
antenna base currents and antenna
monitor currents within 5% of the val-
ues specified therein. Directional an-
tenna relativephase currents must be
maintained to within £3° of the values
specified on the instrument of author-
ization, unless other tolerances are
specified therein.

(b) Whenever the operating param-
eters of a directional antenna cannot
be maintained within the tolerances
specified in paragraph (a) of this sec-
tion, the following procedures will
apply:

(1) The licensee shall measure and log
every monitoring point at least once
for each mode of directional operation.
Subsequent variations in operating pa-
rameters will require the remeasuring
and logging of every monitoring point
to assure that the authorized moni-
toring point limits are not being ex-
ceeded.

(2) Provided each monitoring point is
within its specified limit, operation
may continue for a period up to 30 days
before a request for Special Temporary
Authority (STA) must be filed, pursu-
ant to paragraph (b)(4) of this section,
to operate with parameters at variance
from the provisions of paragraph (a) of
this section.

(3) If any monitoring point exceeds
its specified limit, the licensee must ei-
ther terminate operation within 3
hours or reduce power in accordance
with the applicable provisions of
§73.1350(d), in order to eliminate any
possibility of interference or excessive
radiation in any direction.

(4) If operation pursuant to para-
graph (b)(3) of this section is necessary,
or before the 30 day period specified in
paragraph (b)(2) of this section expires,
the licensee must request a Special
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